
HCS-2810ES / HCS-3810ES
LIGHTEST WEIGHT IN ITS CLASS.
PROVIDES BEAUTIFUL FINISHING     
ON HEDGES.

5 Year domestic warranty/2 year commercial warranty not available in all markets. 
Check with your dealer for details.
For your safety, use appropriate protective gear in the working environment.
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FEATURES & BENEFITS

Specifications, descriptions, and illustrative materials in this literature are 
as accurate as known at the time of publication, but are subject to change 
without notice.

YNPN-17-1001E R1

<INCREASED DURABILITY>
// 21.2 cm3 professional-grade, 2st engine provides power and 
high durability.
// Professional-grade components inside gear case allows faster 
cutter speed for clear cut.
<PROFESSIONAL CUTTER BLADES >
// Long and thin blades provide for superior cutting performance.
// 3 sharp edges on cutter blade for sharp and clean finishing.
// High intensity and light weight aluminum guide bar prevents 
blade deflection.

<USER-FRIENDLY FEATURES>
// Cooling air intake from recoil cover allows engine run cooler 
with no blockage.
// Front exhaust pipe eliminates damage to bush from hot 
exhaust.
// Blades can be slid safely for grinding through maintenance 
hole.

HIGH INTENSITY AND LIGHT 
WEIGHT ALUMINIUM GUIDE BAR 
Prevents blades deflection.

Model
Engine 

Displacement 
(cm3)

Dry Weight
(kg)

Output 
(kW/ps)

Fuel Tank 
Capacity

 (L)

Cutter 
Type

Cutting 
Length 
(mm)

Cutter 
Pitch 
(mm)

Cutter Blade 
Thickness

(mm)

Cutter 
Clearance

HCS-2810ES
21.2

4.7
0.6 / 0.8 0.39 Single-

sided
589

35 2.4 Adjustment-free
HCS-3810ES 4.9 834

COOLING AIR INTAKE

FRONT EXHAUST PIPE

MAINTENANCE HOLE
Easy to move blades 

for grinding.

LONG AND THIN BLADES SHAPE 
Provide better cutting per-
formance.

FASTER CUTTER SPEED 
STROKE RATE 4670 (1/min)

CAGED NEEDLE 
BEARINGS

LEAF COLLECTOR

6.3 mm

24 mm
2.4 mm


